RT3 Wiring Diagram
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NOTE 1t 1t1s important when choosing a fused
circult for connecting the BLACK wire that the

circult Is wired so that the vehicle Iignition switch
shuts of f all power to the plow electrical system.

NOTE 2 1o prevent corroslon, use dlelectric
grease on all electrical connections for lights,

valve assembly, pump, pump solenold and battery.

A tube of dielectric grease is supplied in the
hydraulics box and should be given to the customer.
Grease should be applied to all electrical connections
at the beginning and end of each season and as

required during the season.

WIRE COLOR FUNCTION
Vire Tracer Abbr,
White v Plow UP
Orange 1] Plow DOWN
White/Black B/W Pump Solenoid
Black B 12 Volts +
Red for (W) R Right Out
Red for (S®) R Right
Red/Black for (V) R/B Left In
Red/Block for (SS) R/B Right
Green for (472 G ht In
Green for SH G Left

62

Blue for M BL Left Out
Blue for (S BL Left

GROMMET] Plow Harness
Assembly

Brown BR Ground

Yellow Y Park, Run Lights
Pink P Right Turn
Violet \ Left Turn

Gray GR Plow Lamp Low
Gray/Black GR/B  Plow Lomp Hi

LT Green LG Vehicle Lamp Lo
LT Green/Black LG/B  Vehicle Lamp Hi
LT Blue LBL Lo Headlomp IN
LT Blue/Black LBL/B HI Headlamp IN
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